
 � PD configuration for PoE where 

the board gets power from 

PoE-enabled switches

 � 12V DC output with an external 

12V, 1A jack with lock

 � The connection to the Penguin 

Edge IFC6640 or IFC6309 

platforms are through a 10-pin 

header which provides 12V 

power supply

 � PoE is 25.5W IEEE 802.3 at 

Compliant (Type 2) PD

 � Overload, short-circuit and 

thermal protection

 � 1.5KV isolation I/p to O/p; under 

and over voltage support with 

thermal protection

 � Short-circuit protection with 

auto-restart

 � Isolated full duplex RS-485 

transceiver

 � RS-485 meets TIA/EIA RS-485 

requirements; Signalling rates 

up to 4 Mbps; 50 kV/μs typical 

transient immunity

Penguin EdgeTM ACC-1S70  

The Penguin EdgeTM ACC-1S70 is a Power over Ethernet (PoE ) accessory that allows 

you to power your IFC6640 or IFC6309 platforms and provide an Ethernet connection 

in any location with just a single cable. This also provides isolated full duplex RS-485 

transceiver. The accessory is completely plug and play with no additional software 

requirements and supports extended temperatures. This is thus a perfect accessory 

for removing the clutter of wires and for reliable use in remote locations.

Power, Mechanical, and Environmental

 � Module dimensions

 – 85 x 54 x 25.6mm

 – 54 grams

 � Power: 12V/1A DC output

 � Operating temperature: 0° to 70°C

 � Storage temperature: -20° to 80°C

 � Relative humidity: 5 - 95% non-condensing
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Penguin Edge™ ACC-1S70
PoE/RS-485 Add-on for Penguin EdgeTM IFC6309 SBC
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Connection spacers are included with this accessory

Part Number Description Available
ACC-1S70-P2 PoE (Power over Ethernet) / RS-485 add-on card Now
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About Penguin Solutions 

Penguin Solutions accelerates customers’ digital transformation with the power of emerging technologies in HPC, AI, and IoT with solutions and services that span the 
continuum of edge, core, and cloud. The company designs highly advanced infrastructure, machines and networked systems that enable the world’s most innovative 
enterprises and government institutions to build the autonomous future, drive discovery and amplify human potential. The Penguin Edge portfolio covers system on 
modules, single board computers and application-ready platforms that extend insight, intelligence, and analytical capabilities closer to where the data is generated - 
optimizing a range of use cases across industries and rugged environments.

Contact Us
+1 602-438-5720 
info@penguinsolutions.com 
www.penguinsolutions.com/edge/

http://www.penguinsolutions.com/edge/legal/
http://www.penguinsolutions.com/edge/

